
INCEPTOR® TROFA

Colour Temperature 
Adjustment

Features & Benefits

The Inceptor® Trofa has a TP(a) thermoplastic rating, 
a CTA switch with 3 different colour temperatures and 
there is also a dimmable option available.

oviaUK.com

Weatherproof 
Rating

5 Year  
Warranty

IP205YR
WARRANTY

CTA SWITCHABLE LED PANELS

CTA

Flame 
Resistance

Disperses light outwards. To house the LED Strip.

To hold all internal components. Steel, for added rigidity.

For quick and easy installation.

Curved Diffuser LED Tray

Steel Frame Back Panel

Integrated Flow™ 
Connector



INCEPTOR® TROFA
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CTA SWITCHABLE LED PANELS

Colour Temperature 
Adjustment

120o  
Beam Angle

Dimmable 
Available

30,000 Hrs
Lifetime

CTA SWITCH
To easily switch between 3 Colour
Temperatures 3000K (Warm White),
4000K (Cool White) & 6000K (Daylight).

Compatible with OVEMCG50 Emergency Pack &
OVCGMF001 Multi-Function LED Driver to enable 
emergency operation and 3 different types of 
dimming operation.

The LED driver’s Fly-Lead comes pre-fitted with a 
Male Flow™ connector & a Fast Fit Female Flow™ 
connector with push-fit terminals for quick and 
easy installation.

Pre-wired Flow™ 
Connector

Emergency & 
Dimming

5 Year  
Warranty

5YR
WARRANTY

CTA


