SPRITE

Technical Specification

Product Code: OV66358CTAD

Description:

General Information

35W 235mm Diameter Triac Dimmable LED Downlight With CTA Switch IP54 White
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Luminaire Output

Dimensions (mm) | 235 (Dia.) x 100 (D) Colour Temperature (K) 3000 4000 6000
Materials | Bezel: Powdercoated Aluminium Typical Luminous Flux (Im) 3300 3560 3420
Diffuser & Housing: Polycarbonate Efficacy (Im/W) 98 108 99
Finish | White (RAL 9016) Beam Angle (°) 60
Product Weight (Kg) | 0.52 Colour Rendering Index (CRI) | >80
Cutout Diameter (mm) | 200 Flicker Free | Yes
Recess Depth (mm) | 100 LED Lifetime (L70) (Hours) | 50,000
Ingress Protection | IP54 R . .
Maximum Ceiling Thickness (mm) | 20 Dlmmmg Information
Dimmable | Yes

Warranty (Years) | 5

Supply & Power Information

Dimming Format

Triac Dimmable

Input Voltage & Frequency (V~ / Hz)

200-240 50/60

Compatible Accessories

Safety Class

Surge Protection Installed

OVCGMFO0001 - 240V~ 29-48W 3 in 1 Multi-function Dimmable Constant Current

LED Driver

Circuit Wattage (W)

35

LED Wattage (W)

35

OVEMCGS50 - 3 Hour Emergency Pack
OVEMCGS50ST - 3 Hour Self-Test Emergency Pack

Input Current (mA)

170

Inrush Current

3.06A (22445)

Power Factor

>0.9

Driver Information

Remote Driver Supplied

Operating Temperature (°C)

-20to +45

Maximum Critical Temperature (°C)

+90
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WARRANTY

OVIA Limited, Scolmore House, Mariner, Lichfield Road Industrial Estate,
Tamworth, Staffordshire, B79 7UL United Kingdom

T: +44 (0)1827 300640
E: sales@oviaUK.com | W: oviaUK.com

4000

6000

ZC

Page 1 of 1 (251021)

Errors & Omissions excluded.
Specification is subject to change without notice.




